
��������������������������������

��������
����������������������������������������������������������
��������������������������������������������������������
�������

�����������������������������������������������������
��������������������������������

��������������
������������������

����������

���������������������������
�����������������������������

���������������





�

������������

��������

������
��������������������������
����������������������������������

����������������������������
���������������������������
��������������������������

���������������

���
��������������������������
�����������������������������������

��������������������������
����������������������
���������������������

������������������

������ ���� ���� ����������� ����� ���������� ���� ���������� �����

������������������������������������������������

��� ������ ��� ��������� ���� �������� ��� ���� �������� ���� �����

�������������� ��� ����������������������������������������������

������������� ���������� ��� ����� ����� ������������� ����� ������� ��

�����������������������������

�����������������������������������������������������������������

������������������

���� ���������� ������ ��� ���������� ��� ������������ ���������� ���

�����������������������������������������������������������������

������������������������

������ ���� ��� ��������� ������������ ������ ������� ���� ���������

��������������������������������������������������������������

���������� �������� ��� �������� ���������� ���� ��� ���� ���������

���������������������������������������������������������������

�������

������� � ���������������������������������������������

��������� ���� ����������� ����� ���������� ���� ��������

���������������������

This equipment can only be serviced by technically qualified 

engineers, trained on Velopex machines, and is not designed 

to be serviced by the end user other than as specified in this 

manual.
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Specifi cation

4.5 min. approx.

50C-260C (410F-78.80F)

* in the unit’s fi rst few cycles, processing time can vary between four 
and fi ve minutes. Then the process time will stabilise around four 
and a half minutes.

80%
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Specification

4.5 min. approx.

50C-260C (410F-78.80F)

* in the unit’s first few cycles, processing time can vary between four 
and five minutes. Then the process time will stabilise around four 
and a half minutes.

80%
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78.8oF (26oC).

NOTE: Pictures are for instruction only and are not necessarily identical to product.
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NB: If the machine has been shipped or stored in excessive heat, allow time for it to 

cool  to below 78.8oF (26oC) before installation. Otherwise the safety trip will close 

the unit down.
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78.8oF (26oC).

NOTE: Pictures are for instruction only and are not necessarily identical to product.
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NB: If the machine has been shipped or stored in excessive heat, allow time for it to 

cool  to below 78.8oF (26oC) before installation. Otherwise the safety trip will close 

the unit down.
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2                 Remove Black Covers 
from the studs on the front 
panel.

Two Retaining
Two

Secure Loader with black knob 
screwed onto the Stud now 
positioned inside the Loader.
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2                 Remove Black Covers 
from the studs on the front 
panel.

Two Retaining
Two

Secure Loader with black knob 
screwed onto the Stud now 
positioned inside the Loader.
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Quality Assurance - for 
instructions refer to back of 
VISCHECK X-Ray Quality
Control System Manual
supplied with your machine.
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For Reference, the machine will 

display a countdown in seconds 

from the start to the end of the 

process.

The first cycle after switching 

the machine on will be a fast Test 

Cycle and will run for 150 seconds. 

Every cycle thereafter will run for 

300 seconds.

If the Lid is opened during a cycle, 

closing it will initiate a “150 cycle” (test only). 

Do not process films in 

the “150 cycle” - it will not develop the films. 

This is a “TEST ONLY” cycle  for testing the 

unit and clearing any residues.
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If the above has not been provided 
as part of your package, VISCHECK 
electronic reader is purchasable through 
your dealer.
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Quality Assurance - for 
instructions refer to back of 
VISCHECK X-Ray Quality
Control System Manual
supplied with your machine.
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For Reference, the machine will 

display a countdown in seconds 

from the start to the end of the 

process.

The first cycle after switching 

the machine on will be a fast Test 

Cycle and will run for 150 seconds. 

Every cycle thereafter will run for 

300 seconds.

If the Lid is opened during a cycle, 

closing it will initiate a “150 cycle” (test only). 

Do not process films in 

the “150 cycle” - it will not develop the films. 

This is a “TEST ONLY” cycle  for testing the 

unit and clearing any residues.
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If the above has not been provided 
as part of your package, VISCHECK 
electronic reader is purchasable through 
your dealer.

���������������
����������

�
�

��
��

�
�

�
�

�

��

��������������������������

����������������������
��������������������������
��������������������������
��������������������

��������� ��������������
����������������������������������
������������������������������������
�����������������������������

�����������������������������
���������������������

����� ���������������������������
�����������������������������������������
���������������������������

��������� ����������������
�����������������������������������
�������������������������������������
���������������������������������������
�����������������������������������
����������������������������������
�����������������

����

����

������������������������
������������������������������
�������������������������
�����������������������
���������������

����
����� ����������������������������
�����������������������������������
������������������������������������
���������������������������������������������
���������������������������������

��������� ����������������
�����������������������������������������
�������������������������������������������
��������������������

���������������
����������

�
�

��
��

�
�

�
�

�

��

��������������������������

����������������������
��������������������������
��������������������������
��������������������

��������� ��������������
����������������������������������
������������������������������������
�����������������������������

�����������������������������
���������������������

����� ���������������������������
�����������������������������������������
���������������������������

��������� ����������������
�����������������������������������
�������������������������������������
���������������������������������������
�����������������������������������
����������������������������������
�����������������

����

����

������������������������
������������������������������
�������������������������
�����������������������
���������������

����
����� ����������������������������
�����������������������������������
������������������������������������
���������������������������������������������
���������������������������������

��������� ����������������
�����������������������������������������
�������������������������������������������
��������������������



���������������
����������

�
�

��
��

�
�

�
�

�
��

����������������������������������

������������������������������
�����������������������������
������������������������������
����������������������������
���������������������������
������������

����

����������������������������
��������������������������
�������������������������
������������������������������
������

�����������������������������
�����������������������������
��������������������������
������������������������������
�����������

��������� ����������������
����������������������������������
���������������������������������

��������� �������������
����������������������������������
��������������������������������
�������������������������������
����������������������

����

����

����� ���������������������������
�����������������������������������������
������������������

��������� �����������
����������������������������������
�����������������������������
��������������������������������





���������������
����������

�
�

��
��

�
�

�
�

�

��

����������������������������������

������������������������������
����������������������������
���������������������������������
����������������������������
����������������������������������
�������������������������������
�����������������������������

��������� ��������������
�������������������������������������
�������������������������

������������������������
����������������������������
����������������

����

�����������������������������
�����������������

����� �����������������������������
���������������������������������������
�������������������������������������
����������������������



���������������
����������

�
�

��
��

�
�

�
�

�
��

����������������������������������

����������������������
���������������������������������

����������������������������
�����������������������������
�����������
������������������������������
����������

����� ���������������������������
���������������������������������������
��������������
������������������������������������
����������������������������������������
��������������������������������������
������������������������������

�����

�����������������������������
��������������������������������
�������������������

����� �����������������������������
�����������������������������������
�������������������������������������
�������������������

�����

��������� ����������������
����������������������������������



���������������
����������

��
�

�
�

��
��

�
�

�
��

�
�

��������
����������

����������� �������

��� ������������������������������� ����������������

��� ������������������������������� ����������������

��� ���������������������������� ����������������

��� ���������������������������� ����������������

��� ���������������������������� ����������������

��� ���������������������������� ����������������

��� �������������������������������� ����������������

��� �������������������������������� ����������������

��� ���������������������� �����������������������������

��� ���������������������� ����������������

���
���������������������������������

��������
����������������

���
���������������������������������

��������
����������������

���
��������������������������������

���������
����������������

��� ������������������������������������ ����������������

��� �������������������������� ����������������

��� ������������������������� ����������������

���
����������������������������������

�������
����������������

���
������������������������������

���������
����������������

��� �������������������� ����������������

���
����������������������������������������

����������������������������������
�

��� ��������� ����������������

��� ��������������������������� ����������������

��� �������������������������������� ����������������

���
������������������������������

������������������
��������������������������

��� ��������������� ���������

�������������������

��

Display
Characters

Description Action

E03 Dryer temperature sensor s/c Call for Service

E04 Dryer temperature sensor o/c Call for Service

E05 Fixer temperature sensor s/c Call for Service

E06 Fixer temperature sensor o/c Call for Service

E07
Developer temperature sensor 

s/c
Call for Service

E08
Developer temperature sensor 

o/c
Call for Service

E10 Fan Sensor Inactive Call for Service

E11 Drive turns count not zero Call for Service

E12 Drive motor overloaded

1. Switch off the Machine .
2. Clean the Gears on the 
Modules.
3. Switch on the Machine. 
4. If still E12 - Call for Service.

E13
Transport motor Sensor 

Inactive
Call for Service

E14
Excessive Fixer / Developer 

temperature
Call for Service

E15 Dryer temperature too high Call for Service

E18 Dryer power duty cycle too low Call for Service

E33
Watchdog relay test failure 

(Low)
Call for Service

E34
Watchdog relay test failure 

(High)
Call for Service

tLO
Either Developer or Fixer tank 

temperature is low
Wait for the correct

temperature

LId Lid switch open Close lid
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